INSTRUKCJA WYMIANY ZAROWKI W STOLIKU
,,CUBE & LIGHT” | ”PLlNTH & LIGHT"/

INSTRUCTIONS FOR REPLACING THE BULB
IN A TABLE ,CUBE & LIGHT” AND ,,PLINTH & LIGHT”

WYLACZ URZADZENIE Z PRADU/ WKREC NOWA ZAROWKE/

DISCONNECT THE POWER SCREW A NEW BULB INTO PLACE
y |

PRZEWROC POWOLI STOLIK NA JEDEN Q

Z BOKOW / SLOWLY TURN THE TABLE \

ON TO ONE OF ITS SIDES

WKREC 4 SRUBY ZNAJDUJACE SIE

W ROGACH PANELU/ SCREW 4 SCREWS
WHICH YOU CAN FIND IN TO THE
CORNERS OF THE PANEL

ODKREC 4 SRUBY ZNAJDUJACE SIE
@ W ROGACH PANELU/ REMOVE 4 SCREWS

WHICH YOU CAN FIND IN THE CORNERS

OF THE PANEL

Z PANELEM/ SLOWLY TURN THE TABLE
ON TO THE SIDE WITH A PANEL

- . @)’z". @ PRZEWROC POWOLI STOLIK NA BOK

ODCHYL PANEL | WYKREC ZAROWKE
/ TILT THE PANEL AND REMOVE THE

BULB

Q:y; @ WYLACZ URZADZENIE

DO PRADU/ CONNECT THE POWER

O 4d—

UWAGA ! UZYWAJ ZAROWEK MAKSYMALNIE 60W, GWINT E27/230V,
KLASYCZNYCH, LED , LED RGB STEROWANYCH WiFi (SMART) /

ATTENTION! USE MAX 60W BULBS, THREAD E27/230V, CLASSIC, LED,
LED RGB WiFi CONTROLLED (SMART).




